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1. gEHR~F MECHANICAL OUTLINE COLOR : e The Soldering Temperature is 260+5°C and Soldering o JBEEE ceocesc,  EBEREANT B
(*&Rﬂ'@%}eciﬁed Tolerances is: ) XX i 0.2 B & Time should be less than 3 sec, and soldering iron JEERIHF T 30w,
xE o0z power should be less than 30W. o JEEE VB FE R SEART 1.6 mm
e The soldering point should be farther than 1.6mm
from body .
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) §§3 ’? * B*?*QE@JWWFEIEFEJEB% I 1 msec Hﬂ(mi,w/wo ﬁ?uﬁ 205 mA
© ;»‘% g‘::g T=0.15MM X Peak forward current P 1 msec Plus 10% Duty Cycle
e HE X3 B
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¥ i §§§§ %gz Reverse Voltage vr 50 v
s :E:Ej E:i:z ®\@0&0 Power dissipation Pd 288 mw
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| o H ¢ J Operating Temperature Range Topr —20~+70 ¢
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| % v\j Mo \ ( VIFBRRE TwRRSE. specified,The Ambient temperature Ta=25C)
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| WmHE BAME | RBME | BRRE | B bl
‘ + ltem min. typ. max. Unit Condition
EMBE
e _J Forward Voltage 2.8 3.1 3.4 mA If= 4mA
R 1] B _
Reverse Current 40 A Vr= S0V
2. HEEEELIRCUIT DIAGRAM (LED vdins) FHEK X: 0.26—0/31
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5 AR S ME STORAGE & SOLDERING CONDITIONS: " REER PRI LR MEILRAME —BRT 157
. fEfav-7 REGEMNNE MEXE ¢ 5 m.  THEH6r=50000/M5
e Store with care. Storing the units in bad condition . E%‘ﬁéﬁ%ﬁ%ﬁ:mﬁml}%ﬂﬁﬁﬁ'ﬁw The Iuminance is the average value of points, and 5
will  cause the reflector sheet and decrease it's &ﬁ—'ﬁ%%ﬂ‘}iﬁﬂ‘%ﬂ‘]*ﬁl‘ﬁ'j} The Lvmin./Lvmax. is more than
adhesive power. Storage The products under the ﬁﬁﬁé#%ﬁ".’%&gCimt The measurement instrument is luminance
condition: temperature (25 +10°C) and humidity Y& B 55%RH £ 20%RH Colorimeter.The aperture is @ lifetime=50000h
(B5%RHE20%RH ) our recommendation. - _
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